










SPMK990S Water Pressure Comparator
SPMK990Y Oil Pressure Comparator
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SPMK213JHigh Pressure Comparator
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Desk-top Pressure Comparator
SPMK

NEW ARRIVAL!

UPDATE VERSION!



SPMK51X
Series Process Calibrator

The SPMK51X series process calibrator is with 3.5 Inch TFT colorscreen, 
cellphone-like menu, HART communication capability and powerful task 
management function. It is ideal for calibration, maintaining, and troubleshooting 
process instrumentation.

Features
> Sources and measures mV, mA, ohms, frequency, pulses and switch, also can do 
   temperature-test withthermocouples and RTDs independently
> Simulates and measures 13 thermocouples (K E J T N R S B C D G L U)and 11 
   RTDs(Pt1000(385),Pt500(385),Pt100(385),Pt100(3916),Pt100(3926),Pt10(385)Cu10(427),
   Cu50(428),Cu100(428),Ni120(672),Ni100(618)with automated cold junction compensation
> 24V loop power supply with independent measuring and sourcing function
> Documenting storage and automated procedure capability
> Connect with SPMK SDP Intelligent Pressure Modules 
> HART communication capability
> With RS232 interface

      Product 
 

Function 

SPMK518 SPMK517 SPMK516 SPMK510 

Intelligent process 
calibrator 

Multifunction 
process calibrator 

Multifunctiontemp 
calibrator 

Multifunction 
loop calibrator 

Measurement 

Millivolt voltage ■ ■ ■ ■ 
Voltage ■ ■ ■ ■ 
Current ■ ■ ■ ■ 
Frequency ■ ■ ■ □ 
Pulse ■ ■ ■ □ 
Resistance ■ ■ ■ □ 
On-off ■ ■ ■ ■ 
11 RTDs ■ ■ ■ □ 
13 thermocouples ■ ■ ■ □ 

Output 

Millivolt voltage ■ ■ ■ ■ 
Voltage ■ ■ ■ ■ 
Current ■ ■ ■ ■ 
Frequency ■ ■ ■ □ 
Pulse ■ ■ ■ □ 
Resistance ■ ■ ■ □ 
Simulate 11 RTDs ■ ■ ■ □ 
Simulate13thermocouples ■ ■ ■ □ 

Other Functions 

HART communication ■ □ □ □ 
External pressure module ① ■ ■ □ □ 
Thermal book ■ ■ ■ □ 
Step&programming output ■ ■ ■ ■ 
24V loop power supply ■ ■ ■ ■ 
Simulating transmitter ■ ■ ■ □ 
RS232 communication ■ ■ ■ ■ 
Storage ■ ■ ■ ■ 

■ Available; □ Unavailable; ①External pressure module refers to SDP modular intelligent pressure calibrator produced by my company.

Product Specifications



SPMK313A/313B
Portable Dry Block Temperature Calibrator

Picture  

  

Model No. SPMK313A SPMK313B 

Temperature Range -20℃~130℃ 50℃~600℃ 

temperature deviation ±0.15℃ ±0.5℃ 

Accuracy (extra SPRT) ±0.1℃ ±0.1℃ 

Insert depth 170mm 170mm 

External diameter of thermal block 25mm 34mm 
Quantity of thermal block 

and hole diameter 
Standard 3 holes, 
Ø6, Ø 8, Ø 10mm  

Standard 4 holes, 
Ø6, Ø8, Ø10, Ø 12mm  

Horizontal temperature field ≤±0.05℃(Temperature field test special thermal block) ≤±0.05℃(Temperature field test special thermal block)

Vertical temperature field ≤0.5℃(60mmstart from the bottom of the hose) ≤0.5℃(60mmstart from the bottom of the hose) 

Temperature fluctuation ≤±0.03℃/15 min ≤±0.03℃/15 min 

Dimension (318×176×340)mm (318×176×340)mm 
Net weight 12.2Kg 13.0Kg 

Power 150W 800W 

SPMK
Pressure Calibrators Accessories

Model No. Items Pictures Application Pressure range Accessories

SPMK2000-1

SPMK2000-2

SPMK2000-3

SPMK2000-4

SPMK2000-5

SPMK2000-6

SPMK2000-8

Set of Adaptors

Gas connection hose

High pressure gas 
connection hose

High pressure hose

Air oil separator filter

Liquid filter

Gauge screw cleaner
Patent No.:
200920108333.0

Based on M20×1.5 Male to 
virous connectors (38 pcs)

Connect the gauge and 
calibrator for remote 
calibration
(For gas pressure gauge)

Connect the gauge and 
calibrator for remote 
calibration
(For high pressure gas 
pressure gauge)

Connect the gauge and 
calibrator for remote 
calibration
(For high-pressure 
liquid pressure gauge)

Filter impurities and exclude 
oil when calibrate with 
pneumatic pump

Filter impurities in the 
gauge, protect the pump 
from pollution

M20X1.5 
Remove sealing wrapping 
materials on the screw of 
the gauges 

( -1~2500 ) bar

( -1~8 ) bar

( -1~40 ) bar

( 0~600 ) bar

( -1~250 ) bar

( 0~600 ) bar

/

Sealing 
components (70 
pcs)

Sealing 
components(10 
pcs)

Sealing 
components (10 
pcs)

Sealing 
components (10 
pcs)

Sealing 
components (10 
pcs)

Sealing 
components (10 
pcs)

/


